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TUBO FLESSIBILE -ESTENSIBILE IN ALLUMINIO
ALUFLEX

Il tubo flessibile-estensibile in alluminio Aluflex viene
impiegato per impianti di aspirazione e ventilazione ed &
di grande praticita e facilita d'installazione.

Viene fornito con imbocco a una estremita che permette
la giunzione di piu tubi tra di loro.

A richiesta & disponibile anche senza imbocco.

Lo spessore dellalluminio € 0,172 mm /0,06 mm.

e £ puro al 99,9%.

e E flessibile ed estensibile

¢ Si posa in opera rapidamente

¢ Non necessita di manutenzione
¢ Altamente economico

¢ Tenuta perfetta

La temperatura di esercizio é:
¢ in continuo fino a 280 °C in alluminio naturale;
¢ in continuo fino a 230 °C in alluminio bianco o nero.

Utilizzo

Condotte di ventilazione d‘aria, filtrazione polveri,
applicazioni estetiche per impianti di condizionamento
e di ventilazione.

Applicazione
Installazione interna.

Diametri disponibili - mm

Spessore 0,06 mm
80-100-120-130-140-150- 160 - 180 - 200 - 250
- 300.

Spessore 0,12 mm
50 - 60

*80-100-120-130-140-150-160 A RICHIESTA »

FLEXIBLE-EXTENDABLE ALUMINUM FLUE PIPE
ALUFLEX

The flexible and extendable flue pipe Aluflex is suitable
for air suction and ventilation systems: it is practical and
easy to install.

One end is recessed so to permit the connection of more
ducts without using special joints.

Upon request it is manufactured without recess.

The thickness of the aluminum is 0.12mm / 0.06 mm.

® 99.9% Pure aluminum.

e Flexible and extendable.
* Fast assembly.

¢ No maintenance required.
® Inexpensive.

o Excellent sealing.

Working temperature is:
e continuous up to 280 °C in natural aluminum colour;
e continuous up to 230 °C aluminum white or black.

Utilizations
Air ventilation systems, dust removal systems, aesthetic
applications for ventilation and air conditioning systems.

Application
Internal installation.

Available diameters - mm

Thickness 0.06 mm
80-100-120-130-140-150-160- 180 - 200 - 250
- 300.

Thickness 0.12 mm
50 -60

*80-100-120- 130 - 140 - 150 -160 ON REQUEST »
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Tubo in alluminio naturale corrugato Tubo in alluminio bianco corrugato Tubo in alluminio nero corrugato estensibile c
estensibile fino a 3 m per ventilazione. estensibile fino a 3 m per ventilazione. fino a 3 m per ventilazione. :
Corrugated tube in natural aluminum Corrugated tube in white aluminum Corrugated tube in black aluminum m
extensible up to 3 m for ventilation. extensible up to 3 m for ventilation. extensible up to 3 m for ventilation. ><

0 coD. PCS 0 coD. PCS
50 EX0301 M 6 50 EX0302 W 6 50 EX0303 W 6
60 EX0401 m 6 60 EX0402 m 6 60 EX0403 m 6
80 EX0501 6 80 EX0502 6 80 EX0503 6
100 EX0701 6 100 EX0702 6 100 EX0703 6
120 EX0901 6 120 EX0902 6 120 EX0903 6
130 EX1101 6 130 EX1102 6 130 EX1103 6
140 EX1201 6 140 EX1202 6 140 EX1203 6
150 EX1301 6 150 EX1302 6 150 EX1303 6
160 EX1401 6 160 EX1402 6 160 EX1403 6
180 EX1601 6 180 EX1602 6 180 EX1603 6
200 EX1701 6 200 EX1702 6 200 EX1703 6
250 EX1901 6 250 EX1902 6 250 EX1903 6
300 EX2101 6 300 EX2102 6 300 EX2103 6
[ Spessore 0,12 ¢ Thickness 0.12 [l Spessore 0,12 ¢ Thickness 0.12 [ Spessore 0,12 ¢ Thickness 0.12

80 EX0120501 6 80 EX0120502 6 80 EX0120503 6
100 EX0120701 6 100 EX0120702 6 100 EX0120703 6
120 EX0120901 6 120 EX0120902 6
130 EX0121101 6 130 EX0121102 6
140 EX0121201 6 @ 140 EX0121202 6
150 EX0121301 6 150 EX0121302 6
160 EX0121401 6 @ 160 EX0121402 6

Spessore 0,12 - Thickness 0.12 Spessore 0,12 - Thickness 0.12 Spessore 0,12 - Thickness 0.12
@ 50 e @ 60 disponibile lunghezza 1,5 m A RICHIESTA Arichiesta
On request

@ 50 and @ 60 available in 1.5 m length ON REQUEST
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Fascetta di bloccaggio a nastro in acciaio inox.

Stainless steel locking band.

] COD. PCS
80 BRIZFS08 6
100 BRIZFS10 6
120 BRIZFS12 6
130 BRIZFS13 6
140 BRIZFS14 6
150 BRIZFS15 6
160 BRIZFS16 6
180 BRIZFS18 6
200 BRIZFS20 6
250 BRIZFS25 6






